


BAT TEN LUMINAIRES

SLS

MODELS
WITH

LAINVIP

General Features

= Body :RAL 9003 powder coated DKP sheet steel
m Lamp Type :TS5T—T—m
u Ballast :EEI=A2 electronic ballast

u Installation :Surface mounted, cove lighting

KEUR|Kos

Optional Features N

= IP5X body (dust poof body)

= Dimmable electronic ballast

= Wiring with Push-Button Switch

= Wiring with Pull Trigger Switch

= PC tubes for lamp protection

= Master-Slave wiring

= RAL9003 pre-painted pre-galvanized reflector
I = Bright aluminium reflector

With standard lamp holders

Order Code Product Name
23125 SL5 1*TL5 14U-SP/00
22760 SL5 2*TL5 14U-SP/00
23128 SL5 1*TL5 28U-SP/00
23640 SL5 2*TL5 28U-SP/00
22813 SL5 1*TL5 49U-SP/00
23052 SL5 2*TL5 49U-SP/00

With IP65 lamp holders

Order Code Product Name
23822 SL5 1*TL5 14U-EP/00
23823 SL5 2*TL5 14U-EP/00
23824 SL5 1*TL5 28U-EP/00
23825 SL5 2*TL5 28U-EP/00
23826 SL5 1*TL5 49U-EP/00
23827 SL5 2*TL5 49U-EP/00

EAE

AYDINLATMA

Dimensions (mm) axbxh
40 x 580 x 63
67 x 630 x 58
40 x 1180 x 63
67 x 1240 x 58
40 x 1542 x 63
67 x 1542 x 67

Dimensions (mm) axbxh
47 x 591 x 91
122 x 591 x 91
47 x 1191 x 91
122 x 1191 x 91
47 x 1491 x 91
122 x 1491 x 91




BAT TEN LUMINAIRES

SLS

NMODELS
WITH
T8
LAINIP

General Features -

= Body :RAL 9003 powder coated DKP sheet steel
n Reflector :RAL 9003 powder coated DKP sheet steel
n Lamp Type T8 T—T—1
n Ballast :EEI=A2 electronic ballast

I = [nstallation :Surface mounted

Optional Features R

= IP5X body (dust poof body)
= Dimmable electronic ballast
= Wiring with Push-Button Switch
» Wiring with Pull Trigger Switch
= PC tubes for lamp protection

I = Master-Slave wiring

With standard lamp holders

Order Code Product Name
23106 SL5 1*TLD 18U-SP/00
23107 SL5 2*TLD 18U-SP/00
24109 SL5 1*TLD 36U-SP/00
24110 SL5 2*TLD 36U-SP/00
24111 SL5 1*TLD 58U-SP/00
24112 SL5 2*TLD 58U-SP/00

With IP65 lamp holders

Order Code Product Name
23118 SL5 1*TLD 18U-EP/00
23119 SL5 2*TLD 18U-EP/00
24113 SL5 1*TLD 36U-EP/00
24114 SL5 2*TLD 36U-EP/00
23159 SL5 1*TLD 58U-EP/00
23124 SL5 2*TLD 58U-EP/00

Standart White Powder Reflectors

Order Code
23200
23201
23202
23203
23204
23205

Product Name
SL5-RB118D/YK
SL5-RB218D/YK
SL5-RB136D/YK
SL5-RB236D/YK
SL5-RB158D/YK
SL5-RB258D/YK

Bright Aluminium Reflectors

Order Code
20986
20983

Product Name

SL5/KL5 RP158D/YK
SL5/KL5 RP258D/YK

EAE

AYDINLATMA

Dimensions (mm) axbxh
40 x630x 75
101 x 630 x 72
40 x 1240x 75
101 x 1240 x 72
40 x 1542 x 75
101 x 1542 x 72

Dimensions (mm) axbxh
47 x 630 x 91
122 x 630 x 91
47 x 1240 x 91
122 x 1240 x 91
47 x 1542 x 91
122 x 1542 x 91

Dimensions (mm) axbxh
145x630x 70
242 x630x72
145 x 1240 x 70
242 x 1240 x 72
145 x 1542 x 70
242 x 1542 x72

Dimensions (mm) axbxh
284 x 1542 x 163
330x 1542 x 131




BAT TEN LUMINAIRES

EAE

AYDINLATMA

KL5S

With standard lamp holders

Order Code Product Name Dimensions (mm) axbxh
31650 KL5 1*TLD 18U-SV/00 48 x 630 x 82
31665 KL5 2*TLD 18U-SV/00 101 x 630 x 79
31655 KL5 1*TLD 36U-SV/00 48 x 1240 x 82
31670 KL5 2*TLD 36U-SV/00 101 x 1240 x 79
31660 KL5 1*TLD 58U-SV/00 48 x 1542 x 82
31675 KL5 2*TLD 58U-SV/00 101 x 1542 x 79

With IP65 lamp holders

Order Code Product Name Dimensions (mm) axbxh
31595 KL5 1*TLD 18U-EV/00 48 x 630 x 98
31625 KL5 2*TLD 18U-EV/00 122 x 630 x 98
31600 KL5 1*TLD 36U-EV/00 48 x 1240 x 98
31630 KL5 2*TLD 36U-EV/00 122 x 1240 x 98
31615 KL5 1*TLD 58U-EV/00 48 x 1542 x 98
31640 KL5 2*TLD 58U-EV/00 122 x 1542 x 98

Standart White Powder Reflectors

Order Code Product Name Dimensions (mm) axbxh
23200 SL5-RB118D/YK 145 x 630 x 70
23201 SL5-RB218D/YK 242 x 630 x 72
23202 SL5-RB136D/YK 145 x 1240 x 70
23203 SL5-RB236D/YK 242 x 1240 x 72
23204 SL5-RB158D/YK 145 x 1542 x 70
23205 SL5-RB258D/YK 242 x 1542 x72

Bright Aluminium Reflectors

Order Code Product Name Dimensions (mm) axbxh
20986 SL5/KL5 RP158D/YK 284 x 1542 x 163
20983 SL5/KL5 RP258D/YK 330 x 1542 x 131
General Features -
= Body :RAL 9003 powder coated DKP sheet steel

= Reflector :RAL 9003 powder coated DKP sheet steel
n Lamp Type T8 T—T—T
u Ballast :EEI=B2 magnetic ballast

I n Installation :Surface mounted

Optional Features e

Models with T5 lamp

IP5X body (dust poof body)

» PFC Capacitor

Electronic ballast

Dimmable electronic ballast
Emergency conversion kit (ECK)
Wiring with Push-Button Switch
Wiring with Pull Trigger Switch
PC tubes for lamp protection

I = Master-Slave wiring




BAT TEN LUMINAIRES

EAE

AYDINLATMA

KLS DAY TONA:

KL5 Daytona Luminaires

Order Code Product Name Dimensions (mm) axbxh
23200 KL5 1*TLD 36U-EI/00 48 x 1240 x 98
23201 KL5 2*TLD 36U-EI/00 122 x 1240 x 98
23202 KL5 1*TLD 58U-EI/00 48 x 1542 x 98
23203 KL5 2*TLD 58U-EI/00 122 x 1542 x 98

General Features

= Body :RAL 9003 powder coated DKP sheet steel ]
n Llamp Type T8T——T—m
u Ballast :Industrial electronic ballast

= Lamp holder :1P65
= Installation :Surface mounted

[KECH]ZKes

Optional Features ]

= IP5X body (dust poof body)

= EM self test emergency conversion kit (ECK)

= PC tubes for lamp protection

= RAL9003 pre-painted pre-galvanized reflector
I = Bright aluminium reflector

COMPARISON BETWEEN INDUSTRIAL ELECTRONIC
BALLAST AND STANDART ELECTRONIC BALLAST

LIFE

Temperature Industrial Elect. Ballast ~ Standard Elect. Ballast]
50°C ~200000 hour 50000 hour
60°C 100000 hour 25000 hour
70°C 50000 hour 12500 hour

Operating Temperature
Industrial Electronic Ballast Standard Electronic Ballast
-30°C.....+70°C -25°C.....+50°C

STANDART ELECTRONIC BALLAST ENDURANCE TO VOLTAGE PEAKS 2kV
INDUSTRIAL ELECTRONIC BALLAST ENDURANCE TO VOLTAGE PEAKS 4kV

4 TIMES LONGER LIFE AT 50°C




BAT TEN LUMINAIRES

E-STA

MODELS
WITH

LAINVIP

= Body :RAL9016 powder finished aluminium profile
= Reflector :RAL 9003 powder coated DKP sheet steel
n Llamp Type T5T——m

» Ballast :EEI=A2 electronic ballast

= Lamp holder :1P65

n Installation  :Surface mounted

General Features

Optional Features ]

= Dimmable electronic ballast

= Emergency conversion kit (ECK)
= Wiring with Push-Button Switch
= Wiring with Pull Trigger Switch

= PC tubes for lamp protection

= Master-Slave wiring

= Bright aluminium reflector

MODELS
WITH

LAIVIP

= Body :RAL9016 powder finished aluminium profile
» Reflector : RAL 9003 powder coated DKP sheet steel

n Llamp Type T8IT——C——m

u Ballast :EEI=A2 electronic ballast

» Lamp holder :IP65

= Installation  :Surface mounted

[KECH] e

Optional Features ]

= EEI=B2 magnetic ballast

= Dimmable electronic ballast

= Emergency conversion kit (ECK)
= Wiring with Push-Button Switch
= Wiring with Pull Trigger Switch

» PC tubes for lamp protection

= Master-Slave wiring

Bright aluminium reflector

General Features

Models With T5 Lamp

Order Code Product Name
23828 ESTA 1*TL5 14U-EP/00
23829 ESTA 2*TL5 14U-EP/00
23830 ESTA 1*TL5 28U-EP/00
23831 ESTA 2*TL5 28U-EP/00
23832 ESTA 1*TL5 49U-EP/00
23833 ESTA 2*TL5 49U-EP/00

Reflectors

Order Code Product Name
21231 ESTA-RB114D/YK
21210 ESTA-RB214D/YK
20398 ESTA-RB128D/YK
20389 ESTA-RB228D/YK
20214 ESTA-RB149D/YK
20388 ESTA-RB249D/YK

E-STA Reflector

20306
22127
22671
22125
20247
22081

EAE

AYDINLATMA

Dimensions (mm) axbxh

57 x 635 x 101
122 x 635 x 101
122 x635x 101

122 x 1240 x 101
57 x 1545 x 101
122 x 1545 x 101

Dimensions (mm) axbxh

145 x 635 x 70
242 x 635 x 72
145 x 1243 x 70
242 x 1243 x72
145 x 1548 x 70
242 x 1548 x 72

Models With T8 Lamp
Order Code

Product Name
ESTA 1*TLD 18U-EP/00
ESTA 2*TLD 18U-EP/00
ESTA 1*TLD 36U-EP/00
ESTA 2*TLD 36U-EP/00
ESTA 1*TLD 58U-EP/00
ESTA 2*TLD 58U-EP/00

Dimensions (mm) axbxh

57 x 635 x 101
122 x635x 101
122 x635x 101

122 x1240 x 101
57 x 1545 x 101
122 x 1545 x 101




BAT TEN LUMINAIRES
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E-STA DAY TONLA s

E-STA Daytona Luminaires

Order Code Product Name Dimensions (mm) axbxh
23787 ESTA 1*TLD 36U-EI/00 57 x 1240 x 101
23788 ESTA 2*TLD 36U-EI/00 122 x 1240 x 101
23789 ESTA 1*TLD 58U-EI/00 57 x 1545 x 101
23790 ESTA 2*TLD 58U-EI/00 122 x 1545 x 101

= Body :RAL9016 powder finished aluminium profile
= Reflector ~ :RAL 9003 powder coated DKP sheet steel
n Lamp Type T8T——T—T=

» Ballast :Industrial electronic ballast

= Lamp holder :IP65 :
= Installation :Surface mounted ‘

@5 I

Optional Features N

= EEI=B2 magnetic ballast

= Dimmable electronic ballast
Emergency conversion kit (ECK)
Wiring with Push-Button Switch
Wiring with Pull Trigger Switch
PC tubes for lamp protection
Master-Slave wiring

Bright aluminium reflector

General Features

COMPARISON BETWEEN INDUSTRIAL ELECTRONIC
BALLAST AND STANDART ELECTRONIC BALLAST

LIFE

Temperature Industrial Elect. Ballast  Standard Elect. Ballast]
50°C ~200000 hour 50000 hour
60°C 100000 hour 25000 hour
70°C 50000 hour 12500 hour

Operating Temperature
Industrial Electronic Ballast Standard Electronic Ballast
-30°C.....+70°C -25°C.....+50°C

STANDART ELECTRONIC BALLAST ENDURANCE TO VOLTAGE PEAKS 2kV
INDUSTRIAL ELECTRONIC BALLAST ENDURANCE TO VOLTAGE PEAKS 4kV

4 TIMES LONGER LIFE AT 50°C




BAT TEN LUMINAIRES
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SBT

Batten Luminaires Standart Range

Order Code Product Name Dimensions (mm) axbxh
24010 SBT 1*TLD 18U-SP/00 57 x 620 x 82
24011 SBT 2*TLD 18U-SP/00 57 x 620 x 79
24106 SBT 1*TLD 36U-SP/00 57 x 1230 x 82
24104 SBT 2*TLD 36U-SP/00 57 x 1230 x 79
24107 SBT 1*TLD 58U-SP/00 57 x 1530 x 82
24108 SBT 2*TLD 58U-SP/00 57 x 1530 x 79
SBT Reflectors
General Features - Order Code Product Name Dimensions (mm) axbxh
20302 SBT-RB18D/CK 185 x 620 x 100
= Body :RAL 9003 powder coated DKP sheet steel 20300 SBT-RB36D/CK 1851230100
20301 SBT-RB58D/CK 185 x 1530 x 100

= Reflector ~ :RAL 9003 powder coated DKP sheet steel
n Lamp Type T8T——T—T=

» Ballast :EEI=A2 electronic ballast

» Lamp holder :Standard

= Installation :Surface mounted

[KECH]ZKee

E i |
Optional Features N i !
= EEI=B2 magnetic ballast T q 4
= Emergency conversion kit (ECK) (excluding 18W models) h l
= Wiring with Push-Button Switch l U

= Wiring with Pull Trigger Switch
I = Bright aluminium reflector




