





SURFACE VMIOUNTED LUMINAIRES

EAE

AYDINLATMA

NT2

Bright Aluminium PC Reflector Models

Order Code Product Name Dimensions (mm) axbxh

22143 NT2 2*TL5 14U-SP/PP 263 x 654 x 47
22187 NT2 2*TL5 28U-SP/PP 263 x 1254 x 47
22189 NT2 2*TL5 35U-SP/PP 263 x 1554 x 47
22179 NT2 3*TL5 14U-SP/PP 654 x 654 x 47
BRIGHT 22183 NT2 4*TL5 14U-SP/PP 654 x 654 x 47
ALUMINIUM
PC REFLECTOR
MODELS
General Features I
= Body :RAL 9003 powder coated aluminium
profile
» Reflectors :High purity bright aluminum metallised
PC
u Lamp Type T5 T 1% =,
= Ballast :EEI=A2 electronic ballast
u Installation :Surface mounted, pendant
Optional Features e
= Dimmable electronic ballast
s Emergency conversion kit (ECK)
n Clear PC optic
I u TL5 49W, 54W, 80W ampullii versiyonlar
Clear PC Models
Order Code Product Name Dimensions (mm) axbxh
22666 NT2 2*TL5 14U-SP/PC 263 x 654 x 47
22665 NT2 2*TL5 28U-SP/PC 263 x 1254 x 47
22190 NT2 2*TL5 35U-SP/PC 263 x 1554 x 47
22179 NT2 3*TL5 14U-SP/PC 654 x 654 x 47
22667 NT2 4*TL5 14U-SP/PC 654 x 654 x 47
CLEARPC
NMODELS
General Features I
= Body :RAL 9003 powder coated aluminium
profile

» Reflectors :Clear PC

u Lamp Type TS5 —>T 1%

» Ballast :EEI=A2 electronic ballast
= Installation :Surface mounted, pendant

Optional Features e

= Dimmable electronic ballast

= Emergency conversion kit (ECK)
u Clear PC

= TL5 49W, 54W, 80W models




SURFACE MIOUNTED LUMINAIRES
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Double Parabolic Reflector Models

Order Code Product Name Dimensions (mm) axbxh
22376 SU2 2*TLD 18U-SP/CP 340 x 623 x 88
22124 SU2 4*TLD 18U-SP/CP 620 x 623 x 88
23701 SU2 2*TLD 36U-SP/CP 340 x 1232 x 88
23702 SU2 4*TLD 36U-SP/CP 620 x 1232 x 88

DOUBLE
PARABOLIC
REFLECTOR
MODELS

= Body :RAL 9003 powder coated DKP sheet steel

» Reflectors :High purity bright anodized double
:parabolic aluminum

n lamp Type T8I T 1%

u Ballast :EEI=A2 electronic ballast

= Installation :Surface mounted, pendant

v@eeu

Optional Features e

General Features

= EEI=B2 magnetic ballast

= Dimmable electronic ballast
= Emergency conversion kit (ECK)
= Matt aluminium

Single Parabolic Reflector Models

Order Code Product Name Dimensions (mm) axbxh
22380 SU2 2*TLD 18U-SP/TP 340 x 623 x 88
22399 SU2 4*TLD 18U-SP/TP 620 x 623 x 88
23699 SU2 2*TLD 36U-SP/TP 340 x 1232 x 88
23700 SU2 4*TLD 36U-SP/TP 620 x 1232 x 88
SINGLE
PARABOLIC
REFLECTOR
MODELS
General Features I
= Body :RAL 9003 powder coated DKP sheet steel

= Reflectors :High purity bright anodized single
parabolic aluminum

w Lamp Type T8I — T Tk

» Ballast :EEI=A2 electronic ballast

= Installation :Surface mounted, pendant

Vizowen

Optional Features e

= EEI=B2 magnetic ballast
= Dimmable electronic ballast
= Emergency conversion kit (ECK)




SURFACE VMIOUNTED LUMINAIRES
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MODELS
WITH
OPAL
DIFFUSER

= Body :RAL 9003 powder coated DKP sheet steel
u Diffuser :Opal PMMA (UV protection)
n Lamp Type T8I xT 1%
= Ballast :EEI=A2 electronic ballast
I = Installation :Surface mounted, pendant

V@ece@|y

Optional Features ]

= EEI=B2 magnetic ballast
= Dimmable electronic ballast
I = Emergency conversion kit (ECK)

General Features

MODELS
WITH
PRISMIATIC
DIFFUSER
General Features I
= Body :RAL 9003 powder coated DKP sheet steel

= Diffuser :Prismatic PMMA
n Lamp Type (T8IL— T 1%

» Ballast :EEI=A2 electronic ballast
= Installation :Surface mounted, pendant

WGt

Optional Features ]

» EEI=B2 magnetic ballast
= Dimmable electronic ballast
= Emergency conversion kit (ECK)

Models With Opal Diffuser

Order Code

22384
22385
23697
23698

Product Name
SU2 2*TLD 18U-SP/OD
SU2 4*TLD 18U-SP/OD
SU2 2*TLD 36U-SP/OD
SU2 4*TLD 36U-SP/OD

Models With Opal Diffuser

Order Code

22388
22389
23695
23696

Product Name
SU2 2*TLD 18U-SP/PD
SU2 4*TLD 18U-SP/PD
SU2 2*TLD 36U-SP/PD

SU2 4*TLD 36U-SP/PD

EAE

AYDINLATMA

Dimensions (mm) axbxh

340 x 623 x 88
620 x 623 x 88
340 x 1232 x 88
620 x 1232 x 88

Dimensions (mm) axbxh

340 x 623 x 88
620 x 623 x 88
340 x 1232 x 88
620 x 1232 x 88
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Models With Mesh Louver PC

Order Code Product Name Dimensions (mm) axbxh

22392 SU2 2*TLD 18U-SP/LV 340 x 623 x 88
22393 SU2 4*TLD 18U-SP/LV 620 x 623 x 88
23693 SU2 2*TLD 36U-SP/LV 340 x 1232 x 88
23694 SU2 4*TLD 36U-SP/LV 620 x 1232 x 88

NMODELS

WITH

MESH

LOUVER PC

General Features -

= Body :RAL 9003 powder coated DKP sheet steel

= Diffuser :Aluminum coated mesh louver PC

n Llamp Type T8I »T ___1r N

= Ballast :EEI=A2 electronic ballast i) s A
I = Installation :Surface mounted, pendant h ,

F. L4
V@ @ce@ ¥ : e
A &

Optional Features ]

= EEI=B2 magnetic ballast
= Dimmable electronic ballast
I = Emergency conversion kit (ECK)

Models With Bright Alum. PC Direct and Ind. Perforated Ref.

Order Code Product Name Dimensions (mm) axbxh
22863 SU2 2*PLL36+ 1TL514U-SP/PP 620 x 623 x 88
22864 SU2 2*PLL40+1TL514U-SP/PP 620 x 623 x 88
NMODELS 22865 SU2 2*PLL55+1TL514U-SP/PP 620 x 623 x 88
WITH
DIRECT and
INDIRECT
EEELFED(?‘I%_ RE D Models With PC Direct and Ind. Perforated Ref.
Order Code Product Name Dimensions (mm) axbxh
22871 SU2 2*PLL36+1TL514U-SP/PC 620 x 623 x 88
22872 SU2 2*PLL40+1TL514U-SP/PC 620 x 623 x 88
General Features - 22873 SU2 2*PLL55+1TL514U-SP/PC 620 x 623 x 88
= Body :RAL 9003 powder coated DKP sheet steel

» Reflectors :RAL 9003 powder coated DKP sheet steel
+ High purity bright aluminum metallised
PC lamellas or clear lamellas

» Diffuser  :Indirect perforated deflector
n Lamp Type :PLL+T5 = + T ___1*
n Ballast :EEI=A2 electronic ballast

I = Installation :Surface mounted, pendant

V@okea| k|

Optional Features e

= Dimmable electronic ballast
= Emergency conversion kit (ECK)
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Models With Indirect Perfore

Order Code Product Name Dimensions (mm) axbxh
22866 SU2 1*PLL 55U-SP/O1 620 x 623 x 88
22867 SU2 2*PLL 36U-SP/O1 620 x 623 x 88
22868 SU2 2*PLL 40U-SP/O1 620 x 623 x 88
25986 SU2 2*PLL 55U-SP/O1 620 x 623 x 88

MODELS
WITH

INDIRECT
PERFORE

General Features -
= Body : RAL 9003 powder coated DKP sheet steel
» Reflectors : RAL 9003 powder coated DKP sheet steel
» Diffuser  : Direct perforated deflector

n Lamp Type : PLL I==]

» Ballast . EEI=A2 electronic ballast

= Installation : Surface mounted, pendant

Vzokda

Optional Features e

= Dimmable electronic ballast
= Emergency conversion kit (ECK)

Models With Double Wing Indirect Perfore

Order Code Product Name Dimensions (mm) axbxh
22869 SU2 2*PLL 36U-SP/O2 620 x 623 x 88
22870 SU2 2*PLL 40U-SP/O2 620 x 623 x 88
25987 SU2 2*PLL 55U-SP/02 620 x 623 x 88
MODELS
WITH
DOUBLE WING
INDIRECT
PERFORE
General Features I
= Body :RAL 9003 powder coated DKP sheet steel
n Reflectors  :RAL 9003 powder coated DKP sheet steel
= Diffuser :Indirect perforated deflector
n Lamp Type :PLL f==]
u Ballast :EEI=A2 electronic ballast

= Installation :Surface mounted, pendant

Vz/okde

Optional Features e

= Dimmable electronic ballast
= Emergency conversion kit (ECK)
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Frosted Acrylic Models

Order Code Product Name Dimensions (mm) axbxh
23190 LBB 2*TL5 14U-SP/PMM 208 x 683 x77
23814 LBB 2*TL5 28U-SP/PMM 208 x 1250 x77
23192 LBB 2*TL5 35U-SP/PMM 208 x 1550 x77
LILA Opal Acrylic Models
NMODELS WITH Order Code Product Name Dimensions (mm) axbxh
T5 LAVIPS 23097 LBB 2*TL5 14U-SP/PMO 208 x 683 x77
23815 LBB 2*TL5 28U-SP/PMO 208 x 1250 x77
23816 LBB 2*TL5 35U-SP/PMO 208 x 1550 x77
General Features -
_ Clear Acrylic Models
- B(?dy :RAL 9003 powder coated DKP sheet steel Order Code Product Name Dimensions (mm) axbxh
= Diffuser :Acrylic 23817 LBB 2*TL5 14U-SP/PMC 208 x 683 x77
= Lamp Type :T5 T 23818 LBB 2*TLS 28U-SP/PMC 208 x 1250 x77
u Ballast ‘ :EEI=A2 electronic ballast 23819 LBB 2*TL5 35U-SP/PMC 208 x 1550 x77
= Installation :Surface mounted, pendant
Suspension Sefs
Order Code Product Name Dimensions (mm) axbxh
22791 LBB ASKI TAKIMI 100cm 1000
Optional Features - 23371 LBB ASKI TAKIMI 200cm 2000

= High purity matt anodized aluminum reflector

= Dimmable electronic ballast

= Emergency conversion kit (ECK)

m Linear lighting with 16A. fabricated trough wiring
I w PC diffuser, UV stabilized PS diffuser

Frosted Acrylic Models

Order Code Product Name Dimensions (mm) axbxh
22735 LBB 2*TLD 18U-SP/PMM 208 x 683 x77
22736 LBB 2*TLD 36U-SP/PMM 208 x 1250 x77
22737 LBB 2*TLD 58U-SP/PMM 208 x 1550 x77
LILA Opal Acrylic Models
MODELS WITH Order Code Product Name Dimensions (mm) axbxh
T8 LAMPS 22738 LBB 2*TLD 18U-SP/PMO 208 x 683 x77
22739 LBB 2*TLD 36U-SP/PMO 208 x 1250 x77
22740 LBB 2*TLD 58U-SP/PMO 208 x 1550 x77
General Features -
" B(,)dy -RAL 9003 powder coated DKP sheet steel Cc)’:;:'l"nct:gt’:‘ Models Product Name Dimensions (mm) axbxh
= Diffuser —:Acrylic 22741 LBB 2*TLD 18U-SP/PMC 208 x 683 x77
= Lamp Type :T8 = _ 22742 LBB 2*TLD 36U-SP/PMC 208 x 1250 x77
= Ballast ‘EEI=A2 electronic ballast 22743 LBB 2*TLD 58U-SP/PMC 208 x 1550 x77

= Installation :Surface mounted, pendant

!

Optional Features ]

= High purity matt anodized aluminum reflector
= EEI=B2 magnetic ballast

= Dimmable electronic ballast h [

= Emergency conversion kit (ECK)

= Linear lighting with 16A. fabricated trough wiring o /
I » PC diffuser, UV stabilized PS diffuser N
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LINEAR VIODELS

Luminaire with Mid-caps both sides, one with male the other with female sockets

Models With Frosted Acrylic Cover

Order Code Product Name Dimensions (mm) axbxh
22968 LBB 2*TLD 18U-SP/PMM-ED 208 x 683 x 77
22969 LBB 2*TLD 36U-SP/PMM-ED 208 x 1250 x 77
22970 LBB 2*TLD 58U-SP/PMM-ED 208 x 1550 x 77
NMODELS
WITH
T8 LAMPS

Models With Opal Acrylic Cover

Order Code Product Name Dimensions (mm) axbxh
*°
General F r - 22971 LBB 2*TLD 18U-SP/PMO-ED 208 x 683 x 77
e eatu = 22972 LBB 2*TLD 36U-SP/PMO-ED 208 x 1250 x 77
= Body :RAL 9003 powder coated DKP sheet steel 22075 LIS 27D SEAU-SIANIOHED 203 30 % 77
» Diffuser  :Acrylic
a Lamp Type T8 1
" ?a/l{ailt » EEElszZ emc”?”(;c ba”ZSt " Models With Clear Acrylic Cover
D (IrEuEtEnien 5 SUNEEe MoUinSe, [DEmsEmn Order Code Product Name Dimensions (mm) axbxh
22974 LBB 2*TLD 18U-SP/PMC-ED 208 x 683 x 77
22975 LBB 2*TLD 36U-SP/PMC-ED 208 x 1250 x 77
22976 LBB 2*TLD 58U-SP/PMC-ED 208 x 1550 x 77

Optional Features ]

= High purity matt anodized aluminum reflector
= Models with T5 lamps

= Dimmable electronic ballast . "
= Emergency conversion kit (ECK) Models With Frosted Acrylic Cover

Luminaire with End-cap at one side, mid-cap with female socket at opposite side

= Linear lighting with 16A. fabricated trough wiring Order Code "°°|”°' iSdme Dimensions (mm) axbxh
| = Pcdiffuser, UV stabilized Ps diffuser 2238e EoE s EONEYLS RN S At
22987 LBB 2*TLD 36U-SP/PMM-SD 208 x 1250 x 77
23069 LBB 2*TLD 58U-SP/PMM-SD 208 x 1550 x 77

Models With Opal Acrylic Cover

Order Code Product Name Dimensions (mm) axbxh
23070 LBB 2*TLD 18U-SP/PMO-SD 208 x 683 x 77
23071 LBB 2*TLD 36U-SP/PMO-SD 208 x 1250 x 77
23072 LBB 2*TLD 58U-SP/PMO-SD 208 x 1550 x 77

Models With Clear Acrylic Cover

Order Code Product Name Dimensions (mm) axbxh
23073 LBB 2*TLD 18U-SP/PMC-SD 208 x 683 x 77
23074 LBB 2*TLD 36U-SP/PMC-SD 208 x 1250 x 77
23075 LBB 2*TLD 58U-SP/PMC-SD 208 x 1550 x 77
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Luminaire with End-cap at one side, mid-cap with male socket at opposite side

Models With Frosted Acrylic Cover

Order Code Product Name Dimensions (mm) axbxh
23085 LBB 2*TLD 18U-SP/PMM-SE 208 x 683 x 77
23086 LBB 2*TLD 36U-SP/PMM-SE 208 x 1250 x 77
23087 LBB 2*TLD 58U-SP/PMM-SE 208 x 1550 x 77
MODELS
WITH
T8 LANMPS Models With Opal Acrylic Cover
Order Code Product Name Dimensions (mm) axbxh
23088 LBB 2*TLD 18U-SP/PMO-SE 208 x 683 x 77
23089 LBB 2*TLD 36U-SP/PMO-SE 208 x 1250 x 77
General Featu — - 23090 LBB 2*TLD 58U-SP/PMO-SE 208 x 1550 x 77

= Body :RAL 9003 powder coated DKP sheet steel
» Diffuser  :Acrylic

« Lamp Type ‘T8 Models With Clear Acrylic Cover

: . Order Code Product Name Dimensions (mm) axbxh
= Ballast ~ :EEI=AZ electronic ballast 23091 LBB 2*TLD 18U-SP/PMC-SE 208 x 683 x 77
= Installation :Surface mounted, pendant 23092 LBB 2*TLD 36U-SP/PMC-SE 208 x 1250 x 77
23093 LBB 2*TLD 58U-SP/PMC-SE 208 x 1550 x 77

Optional Features ]

= High purity matt anodized aluminum reflector

= Models with T5 lamps

= Dimmable electronic ballast

= Emergency conversion kit (ECK)

= Linear lighting with 16A. fabricated through wiring
I » PC diffuser, UV stabilized PS diffuser

b1
Model a al b b1 h ; ;
2x18W 208 110 683 460 77 hl@ @ i)
2x36W 208 110 1293 800 77 T a0 . 5
2 x 58W 208 110 1593 1000 77
b1
END-CAP MID-CAP
>
coal .

=
-

LILA - SD : Luminaire with Mid-caps both sides, one with
male the other with female sockets 0
LILA - ED : Luminaire with End-cap at one side, mid-cap with \\’p(% =
female socket at opposite side a\ =
LILA - SE : Luminaire with End-cap at one side,
mid-cap with male socket at \/P\XZO
W

opposite side

Linear lighting
with 16A.
fabricated

5 O e
\,\\’P\S’__;__.___
through wiring

&
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CLEAN ROOM LUMINAIRES

IVIBE

SURFACE
MOUNTED

General Features

= Body :RAL 9016 powder coated DKP sheet steel
» Reflectors :High purity bright anodized aluminium
» Diffuser  :Sand blasted glass

u Lamp Type :T5 and T8 I __1r

n Ballast :EEI=A2 electronic ballast

= Installation :Surface mounted

Optional Features

= Dimmable electronic ballast
= Emergency conversion kit (ECK)
= Transparent glass

EAE

AYDINLATMA

Models With T5 Lamps

Order Code  Product Name Dimensions (mm) axbxh Weight (kg)
22295  MBE 2*TL5 14U-SP/CD 270 x610 x 65 5,0
22223  MBE 4*TL5 14U-SP/CD 610 x610 x 65 5,6

Models With T8 Lamps

Order Code  Product Name Dimensions (mm) axbxh Weight (kg)
22561 MBE 2*TLD 18U-SP/CD 270 x 650 x 65 5,2
23095 MBE 4*TLD 18U-SP/CD 650 x 650 x 65 6,1

43



CLEAN ROOM LUMINAIRES

IVIBE

RECESSED

General Features

= Body :RAL 9016 powder coated DKP sheet steel
» Reflectors  :High purity bright anodized aluminium
= Diffuser :Sand blasted glass

m lamp Type :TS5ve T8 T« 1

n Ballast :EEI=A2 electronic ballast

= Installation :Recessed

V@/olkda| k|

Optional Features

= Dimmable electronic ballast

= Emergency conversion kit (ECK
= Transparent glass

= Models with T8 lamps

44
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Models With T5 Lamps Compatible With Plaster Type of Ceiling
Order Code Product Name  Ceil. Grid Dimens.(mm) axbxh Weight (kg)

22221 MBE 2*TL5 14A-SP/CD 215x 575 x 60 4,6
22222 MBE 4*TL5 14A-SP/CD 575 x 575 x 60 9,0
22294 MBE 2*TL5 28A-SP/CD 215x 1175 x 60 8,7

Models With T5 Lamps Compatible With Clip-in Type of Ceiling
Order Code  Product Name  Ceil. Grid Dimens.(mm) axbxh Weight (kg)

22293 MBE 4*TL5 14C-SP/CD 600 x 600 x 60 9,0

Models With T8 Lamps Compatible With Plaster Type of Ceiling
Order Code  Product Name  Ceil. Grid Dimens.(mm) axbxh Weight (kg)

22557 MBE 2*TLD 18A-SP/CD 215x615x 65 4,46
22559 MBE 4*TLD 18A-SP/CD 585 x 585 x 95 8,4
22558 MBE 2*TLD 36A-SP/CD 215x 1225 x 65 11,0
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Models with no cover
Order Code  Product Name Dimensions (mm) axbxh Weight (kg)

23910 MN2 1*TL5 49U-SP/ OA 154 x 1516 x 82 3.9
23911 MN2 1*TL5 54U-SP/ OA 154 x 1216 x 82 3,5
23912 MN2 1*TL5 80U-SP/ OA 154 x 1516 x 82 3,9
20126  MN2 2*TL5 54U-SP/ OA 192 x 1216 x 82 3,9
20127  MN2 3*TL5 54U-SP/ OA 272 x 1216 x 82 5,2
20128 MN2 4*TL5 54U-SP/ OA 353 x1216 x 82 6,1
20129 MN2 6*TL5 54U-SP/ OA 514 x 1216 x 82 8,2
20130  MN2 2*TL5 80U-SP/ OA 192 x 1516 x 82 4,6
20131 MN2 3*TL5 80U-SP/ OA 272 x 1516 x 82 6,1
20132  MN2 4*TL5 80U-SP/ OA 353 x 1516 x 82 7,3
General Features
= Body :Ral 7035 powder coated DKP sheet steel
= Reflector :High purity bright anodized aluminium Models with Acrylic cover
:(Miro4) Order Code  Product Name Dimensions (mm) axbxh Weight (kg)
= Diffuser  :Tempered glass cover with safety film 23913  MN2 1*TL5 49U-SP/ PM 154 x 1516 x 85 4.8
s Lamp Type :T5 T—2T—1I* 23914 MN2 1*TL5 54U-SP/ PM 154 X 1216 x 85 43
m Ballast ~ :EEI=A2 electronic ballast 23915  MN2 1*TL5 80U-SP/ PM 154 x 1516 x 85 4.8
u Installation Surface mounted, pendant 20137 MN2 2*TL5 54U-SP/ PM 192 x 1216 x 85 4,9
20138 MN2 3*TL5 54U-SP/ PM 272 x 1216 x 85 6,5
20140  MN2 4*TL5 54U-SP/ PM 353 x 1216 x 85 7,8
20141 MN2 6*TL5 54U-SP/ PM 514 x 1216 x 85 10,7
c 20142  MN2 2*TL5 80U-SP/ PM 192 x 1516 x 85 5,8
20143  MN2 3*TL5 80U-SP/ PM 272 x 1516 x 85 7,8
20144  MN2 4*TL5 80U-SP/ PM 353 x 1516 x 85 9,4
Optional Features
EMERGENCY CONVERSION KIT
» EM Self Test special emergency lighting module Models with Tempered Glass cover
that is programmed in advance for self operation Order Code  Product Name _ Dimensions (mm) axbxh Weight (kg)
and self testing. 23916  MN2 1*TL5 49U-SP/ CM 154 x 1516 x 86 6,1
= Inox body 23917 MN2 1*TL5 54U-SP/ CM 154x 1216 x 86 54
23918 MN2 1*TL5 80U-SP/ CM 154 x 1516 x 86 6,1
20213  MN2 2*TL5 54U-SP/CM 192 x 1216 x 86 6,3
20215  MN2 3*TL5 54U-SP/CM 272 x 1216 x 86 8,5
20216  MN2 4*TL5 54U-SP/CM 353 x 1216 x 86 10,4
20277 MN2 6*TL5 54U-SP/CM 514 x 1216 x 86 14,5
20237  MN2 2*TL5 80U-SP/CM 192 x 1516 x 86 7,5
20222  MN2 3*TL5 80U-SP/CM 272 x 1516 x 86 10,3

20209  MN2 4*TL5 80U-SP/CM 353 x 1516 x 86 12,7
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Models with no cover
Order Code  Product Name Dimensions (mm) axbxh Weight (kg)

23919 MN2 1*TL5 49U-SI/ OA 154 x 1516 x 82 3,9
23920 MN2 1*TL5 54U-SI/ OA 154 x 1216 x 82 3,5
23921 MN2 1*TL5 80U-SI/ OA 154 x 1516 x 82 3,9
23330 MN2 2*TL5 54U-SI/ OA 192 x 1216 x 82 3,9
23331 MN2 3*TL5 54U-SI/ OA 272 x 1216 x 82 5,2
23332  MN2 4*TL5 54U-SI/ OA 353 x 1216 x 82 6,1
23333 MN2 6*TL5 54U-SI/ OA 514 x 1216 x 82 8,2
23334 MN2 2*TL5 80U-SI/ OA 192 x 1516 x 82 4,6
23335 MN2 3*TL5 80U-SI/ OA 272 x 1516 x 82 6,1
23336  MN2 4*TL5 80U-SI/ OA 353 x 1516 x 82 7,3

General Features

= Body :Ral 7035 powder coated DKP sheet steel

= Reflector :ngh purity bright anodized aluminium Models with Acrylic cover

(Miro4) Order Code  Product Name Dimensions (mm) axbxh Weight (kg)

» Diffuser  :Tempered glass cover with safety film 23922  MN2 1*TL5 49U-SI/ PM 154 x 1516 x 85 4,8

s Lamp Type :T5 T—2C = 23923 MN2 1*TL5 54U-5I/ PM 154 X 1216 x 85 4,3

u Ballast :Industrial electronic ballast 23924 MN2 1*TL5 80U-SI/ PM 154 x 1516 x 85 4,8

n Installation :Surface mounted, pendant 23337  MN2 2*TL5 54U-SI/ PM 192 x 1216 x 85 4,9
23338 MN2 3*TL5 54U-SI/ PM 272 x 1216 x 85 6,5

@5 23339  MN2 4*TL5 54U-SI/ PM 353 x 1216 x 85 7,8
23340 MN2 6*TL5 54U-SI/ PM 514 x 1216 x 85 10,7

23341 MN2 2*TL5 80U-SI / PM 192 x 1516 x 85 5.8
23342 MN2 3*TL5 80U-SI/ PM 272 x 1516 x 85 7,8
23343 MN2 4*TL5 80U-SI/ PM 353 x 1516 x 85 9,4

Optional Features

EMERGENCY CONVERSION KIT .
Models with Tempered Glass cover

= EM S_elf Test special gmergency lighting mOd_L‘Ile Order Code Product Name Dimensions (mm) axbxh Weight (kg)
that is progrqmmed in advance for self operation 20249 MN2 1#TL5 49U-51 / CM 154 % 1516 x 86 6,1
and self testing. 23925 MN2 1*TL5 54U-SI / CM 154 x 1216 x 86 5,4
LAMP TYPE 23926  MN2 1*TL5 80U-SI/ CM 154 x 1516 x 86 6,1
= Extra long life AURA special lamp 23344  MN2 2*TL5 54U-SI/ CM 192 x 1216 x 86 6,3
23345 MN2 3*TL5 54U-SI/ CM 272 x 1216 x 86 8,5
23346  MN2 4*TL5 54U-SI/ CM 353 x 1216 x 86 10,4
23347 MN2 6*TL5 54U-SI/ CM 514 x 1216 x 86 14,5
COMPARISON BETWEEN INDUSTRIAL ELECTRONIC 23348 MN2 2*TL5 80U-SI/ CM 192 x 1516 x 86 7.5
BALLAST AND STANDART ELECTRONIC BALLAST 23349 MN2 3*TL580U-SI/CM 272 x 1516 x86 10,3
23350 MN2 4*TL5 80U-SI/ CM 353 x 1516 x 86 12,7
LIFE
Temperature Industrial Elect. Ballast  Standard Elect. Ballast]
50°C ~200000 hour 50000 hour
60°C 100000 hour 25000 hour
70°C 50000 hour 12500 hour

Operating Temperature
Industrial Electronic Ballast Standard Electronic Ballast
-30°C.....+70°C -25°C.....+50°C

STANDART ELECTRONIC BALLAST ENDURANCE TO VOLTAGE PEAKS 2kV
INDUSTRIAL ELECTRONIC BALLAST ENDURANCE TO VOLTAGE PEAKS 4kV
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Models with no cover
Order Code Product Name  Dimensions (mm) axbxh Weight (kg)

24853  MN2 1*TL5 80U-SP/ OA XL 258 x 1516 x 153 8.3
20176  MN2 2*TL5 80U-SP/ OA XL 487 x 1516 x 153 10,6

Models with Tempered Glass cover
Order Code Product Name  Dimensions (mm) axbxh Weight (kg)

G n al F at 24822 MN2 1*TL5 80U-SP/CM XL 258 x 1516 x 153 12,2
ener eatures 20210 MN2 2*TL5 80U-SP/CM XL 487 x 1516 x 157 17,6
= Body :RAL 7035 powder coated DKP sheet steel
» Reflector  :High purity bright anodized aluminium

(Miro4)

» Diffuser  :Tempered glass cover with safety film
n Lamp Type :T5 T—— T &

u Ballast :EEI=A2 electronic ballast

n Installation :Surface mounted, pendant

[KECH]Zes

Optional Features

EMERGENCY CONVERSION KIT

= EM Self Test special emergency lighting module
that is programmed in advance for self operation
and self testing.

Inox body




HIGH BAY LUMINAIRES

REVO RAF

DAYTONA 2z,

General Features

= Body :RAL 7035 powder coated DKP sheet steel
» Reflector :High purity bright anodized aluminium
(Miro4)

» Diffuser  :Tempered glass cover with safety film
n Lamp Type TS5 T 1%

» Ballast :Industrial electronic ballast

u Installation :Surface mounted, pendant

[KECH] Kes

Optional Features

EMERGENCY CONVERSION KIT

= EM Self Test special emergency lighting module
that is programmed in advance for self operation
and self testing.

LAMP TYPE

» Extra long life AURA special lamp

COMPARISON BETWEEN INDUSTRIAL ELECTRONIC
BALLAST AND STANDART ELECTRONIC BALLAST

LIFE

Temperature Industrial Elect. Ballast  Standard Elect. Ballast]
50°C ~200000 hour 50000 hour
60°C 100000 hour 25000 hour
70°C 50000 hour 12500 hour

Operating Temperature
Industrial Electronic Ballast Standard Electronic Ballast
-30°C.....+70°C -25°C.....+50°C

STANDART ELECTRONIC BALLAST ENDURANCE TO VOLTAGE PEAKS 2kV
INDUSTRIAL ELECTRONIC BALLAST ENDURANCE TO VOLTAGE PEAKS 4kV

EAE

AYDINLATMA

Models with no cover
Order Code Product Name Dimensions (mm) axbxh Weight (kg)
23360 MN2 2*TL5 80U-SI/OAXL 487 x 1516 x 153 10,6

Models with Acrylic cover
Order Code Product Name Dimensions (mm) axbxh Weight (kg)
23362 MN2 2*TL5 80U-SI/PM XL 487 x 1516 x 157 13,1

Models with Tempered Glass cover
Order Code Product Name Dimensions (mm) axbxh Weight (kg)
23364 MN2 2*TL5 80U-SI/CM XL 487 x 1516 x 153 17,6




HIGH BAY LUMINAIRES

REVO
SUSPENISION SETS

Busbar Suspension Set

Ceiling/Cable Tray Suspension Set

Directional Suspension Set

Bushar Suspension Set
Order Code

21305

EAE

AYDINLATMA

Ceiling/Cable Tray Suspension Set

Order Code
21306

Chain Suspension Set
Order Code

21307

Dimensions (mm) axb
60 x 60

Directional Suspension Set

Order Code
16107

Dimensions (mm) axb
60 x 70



HIGH BAY LUMINAIRES

HBR4

MODELS
WITH
MAGNETIC
BALLAST
General Features
= Body :Aluminium cover and base, RAL 5002

powder stipple finished

» Reflector :Aluminium reflector with Eloxal for
hanging up height of 5-8m

» Lamp Type :HME, HID, SON =

u Ballast :Magpnetic ballast

u Installation :Pendant (from one point or with rail)

[KECH] Kes

Optional Features

= Wire Guard
» PFC Capacitor

HBR4

ELECTRONIC
BALLAST

General Features

= Body :Aluminium cover and base

» Reflector :Aluminium reflector with Eloxal for
hanging up height of 5-8m

= Lamp Type :HME =D

» Ballast :Electronic ballast

= Installation :Pendant (from one point or with rail)

[KECH] ZKes

Optional Features
= Wire Guard

IP20 Luminaire with no cover

Order Code Product Name
32526 HB4 1*HME 125U-SV/R4
32527 HB4 1*HME 250U-SV/R4
32528 HB4 1*HME 400U-SV/R4
32529 HB4 1*SON 150U-SV/R4
32530 HB4 1*SON 250U-SV/R4
32531 HB4 1*SON 400U-SV/R4
23161 HB4 CAM

IP40 Luminaire with glass cover

Order Code Product Name
32532 HB4 1*HID 250U-SV/R4
32533 HB4 1*HID 400U-SV/R4

IP65 Luminaire with glass cover

Order Code Product Name
32534 HB6 1*HME125U-SV/R4
32535 HB6 1*HME250U-SV/R4
32536 HB6 1*HME400U-SV/R4
32537 HB6 1*SON150U-SV/R4
32538 HB6 1*SON250U-SV/R4
32539 HB6 1*SON400U-SV/R4
32540 HB6 1*HID250U-SV/R4
32541 HB6 1*HID400U-SV/R4

EAE

AYDINLATMA

Outer Diam. @A (mm)
485
485
485
485
485
485

Outer Diam. @A (mm)
500
500

Outer Diam. QA (mm)
500
500
500
500
500
500
500
500

Height

IP40 Luminaire with glass cover

Order Code Product Name
32693 HB4 1*HID70U-SP/R4
31701 HB4 1*HID150U-SP/R4

Outer Diameter

Outer Diam. QA (mm)
532
532

HA
Height

(%)
Outer Diameter



HIGH BAY LUMINAIRES

HBR7

General Features

= Body :Aluminium cover and base, RAL 5002
:powder stipple finished

» Reflector ~ Aluminium reflector with Eloxal for
hanging up height of 5-8m

u Lamp Type :HME, HID, SON =

u Ballast :Magpnetic ballast

u Installation :Pendant (from one point or with rail)

[KECH] Kes

Optional Features

= Wire Guard
» PFC Capacitor

HBEBR4A-HBR7

ACCESSORIES

Optional Features

= HB Accessories

EAE

AYDINLATMA

IP20 Luminaire with no cover
Order Code Product Name

Outer Diam. QA (mm)

32542 HB4 1*HME125U-SV/R7 485
32543 HB4 1*HME250U-SV/R7 485
32544 HB4 1*HME400U-SV/R7 485
32545 HB4 1*SON150U-SV/R7 485
32546 HB4 1*SON250U-SV/R7 485
32547 HB4 1*SON400U-SV/R7 485
23161 HB4 CAM -

IP40 Luminaire with glass cover
Order Code Product Name Outer Diam. @A (mm)

32548 HB4 1*HID250U-SV/R7 500
32549 HB4 1*HID400U-SV/R7 500

IP65 Luminaire with glass cover

Order Code Product Name Outer Diam. QA (mm)
32550 HB6 1*HME125U-SV/R7 500
32551 HB6 1*HME250U-SV/R7 500
32552 HB6 1*HME400U-SV/R7 500
32553 HB6 1*SON150U-SV/R7 500
32554 HB6 1*SON250U-SV/R7 500
32555 HB6 1*SON400U-SV/R7 500
32556 HB6 1*HID250U-SV/R7 500
32557 HB6 1*HID400U-SV/R7 500

ight

)
an
Outer Diameter

Accessories

Order Code Product Name
23162 HB-4-6 Wire Guard
23163 HB-4-6 Rail Suspension Set
23164 HB-4-6 Hook Suspension Set




HIGH BAY LUMINAIRES

EAE

AYDINLATMA

IVIBA DAY TON A 2

AUTOMVIOTIVE LUVIINAIRES

MBA Daytona Automotive Luminaires

Order Code Product Name Dimensions (mm) axbxh
22593 MBA 2*TLD 58U-SI/SA 1550 x 300 x 100
22614 MBA 2*TLD 58U-SI/SS 1550 x 300 x 100

General Features

= Body :RAL 9016 powder coated DKP sheet steel
» Reflector  :High purity bright anodized aluminium
= Diffuser  :Tempered glass cover with safety film

n Lamp Type :T8T——T—m

n Ballast :Industrial electronic ballast

= Installation :Surface mounted

Optional Features

Hanging kits for pendant applications

Hanging kit with 15° angle for surface mounted
between 0° 90°

Emergency conversion kit.

Sand blasted glass

Safety film on glass

Models with T5 lamps

Directional Suspension Set

COMPARISON BETWEEN INDUSTRIAL ELECTRONIC
BALLAST AND STANDART ELECTRONIC BALLAST

LIFE

Temperature Industrial Elect. Ballast ~ Standard Elect. Ballast]
50°C ~200000 hour 50000 hour
60°C 100000 hour 25000 hour
70°C 50000 hour 12500 hour

Operating Temperature
Industrial Electronic Ballast Standard Electronic Ballast
-30°C.....+70°C -25°C.....+50°C

STANDART ELECTRONIC BALLAST ENDURANCE TO VOLTAGE PEAKS 2kV
INDUSTRIAL ELECTRONIC BALLAST ENDURANCE TO VOLTAGE PEAKS 4kV




P65
LUMVIINAIRES




P65 LUMINAIRES

VLX

MODELS
WITH
5
LANMP
General Features
= Body :Injection moulded PC body and diffuser

:with plastic toggles
» Reflector ~ RAL9003 pre-painted pre-galvanized sheet

steel
n Lamp Type :T5 T——T—
» Ballast :EEI=A2 electronic ballast

a Installation :Surface mounted

Vzokea

Optional Features

= Dimmable electronic ballast
= Emergency conversion kit (ECK)
» Reflector for high ceilings

VLX

MODELS
WITH

T8
LANMIP

General Features

= Body :Injection moulded PC body and diffuser
:with plastic toggles
» Reflector ~ RAL9003 pre-painted pre-galvanized

sheet steel
n Lamp Type T8 T——T—T>
» Ballast :EEI=A2 electronic ballast

n Installation :Surface mounted

Wled<l

Optional Features

» EEI=B2 magnetic ballast

= Dimmable electronic ballast
= Emergency conversion kit (ECK)
» Reflector for high ceilings

EAE

AYDINLATMA

Dimensions (mm) axbxh
84 x 665 x 99
134 x 665 x 99
84 x 1275 x99
134 x 1275 x 99
84 x 1575 x 99
134 x 1575 x 99

Models With T5 Lamp

Order Code Product Name
23840 VLX 1*TL5 14U-SP/PC
23841 VLX 2*TL5 14U-SP/PC
23842 VLX 1*TL5 28U-SP/PC
23843 VLX 2*TL5 28U-SP/PC
23844 VLX 1*TL5 35U-SP/PC
23845 VLX 2*TL5 35U-SP/PC

Models With T8 Lamp

Order Code Product Name
22485 VLX 1*TLD 18U-SP/PC
22486 VLX 2*TLD 18U-SP/PC
22491 VLX 1*TLD 36U-SP/PC
22492 VLX 2*TLD 36U-SP/PC
22493 VLX 1*TLD 58U-SP/PC
22494 VLX 2*TLD 58U-SP/PC

Dimensions (mm) axbxh
84 x 665 x 99
134 x 665 x 99
84 x 1275 x 99
134 x 1275 x99
84 x 1575 x99
134 x 1575 x99




P65 LUMINAIRES

EAE

AYDINLATMA

VLX DAYTONA %

VLX Daytona Luminaires

Order Code Product Name Dimensions (mm) axbxh
23791 VLX 1*TLD 36U-SI/PC 84 x 1275 x99
23792 VLX 2*TLD 36U-SI/PC 134 x 1275 x99
23793 VLX 1*TLD 58U-SI/PC 84 x 1575 x 99
23794 VLX 2*TLD 58U-SI/PC 134 x 1575 x99

COMPARISON BETWEEN INDUSTRIAL ELECTRONIC

General Features BALLAST AND STANDART ELECTRONIC BALLAST

= Body :Injection moulded PC body and diffuser
:with plastic toggles LIFE -
« Reflector  RALI003 pre-painted pre-galvanized sheet Temperature Industrial Elect. Ballast  Standard Elect. Ballast]
— 50°C ~200000 hour 50000 hour
L 7 18 60°C 100000 hour 25000 hour
0 e e N8 ==t 70°C 50000 hour 12500 hour
u Ballast :EEI=A2 electronic ballast

a Installation :Surface mounted

Vzokea

Optional Features

= Emergency conversion kit (ECK)
= Reflector for high ceilings

Operating Temperature
Industrial Electronic Ballast Standard Electronic Ballast
-30°C.....+70°C -25°C.....+50°C

STANDART ELECTRONIC BALLAST ENDURANCE TO VOLTAGE PEAKS 2kV
INDUSTRIAL ELECTRONIC BALLAST ENDURANCE TO VOLTAGE PEAKS 4kV

Models With T5 Lamp

Order Code Product Name Dimensions (mm) axbxh

23848 KK 1*TL5 28U-EP/00 66 x 1227 x 122
23849 KK 2*TL5 28U-EP/00 122 x 1227 x 122
23850 KK 1*TL5 49U-EP/00 66 x 1527 x 122
23851 KK 2*TL5 49U-EP/00 122 x 1527 x 122
MODELS
WITH
T8
LANIP
General Features
= Body : Glass reinforced polyester (GRP) body and cover
» Lamp holder:1P65
u Lamp Type TS5 T—C—m

» Ballast
u Installation

:EEI=A2 electronic ballast
:Surface mounted

V@lolkea|yl

Optional Features

Dimmable electronic ballast

Emergency conversion kit (ECK)

Master-Slave wiring

PC tubes for lamp protection

Bright or matt aluminum reflector

RAL9003 pre-painted pre-galvanized sheet stell
reflector

KK Reflector




P65 LUMINAIRES

EAE

AYDINLATMA

Models With T8 Lamp
Order Code Product Name Dimensions (mm) axbxh
20272 KK 1*TLD 36U-EP/00 66 x 1278 x 122
20288 KK 2*TLD 36U-EP/00 122 x 1278 x 122
20273 KK 1*TLD 58U-EP/00 66 x 1578 x 122
22133 KK 2*TLD 58U-EP/00 122 x 1578 x 122
NMODELS
WITH
8
LAMP KK Reflectors
Order Code Product Name Dimensions (mm) axbxh
20162 KK-RB136D/YK 168 x 1275 x 122
General Features 20166 KK-RB236D/YK 260 x 1275 x 72
20231 KK-RB158D/YK 168 x 1575 x 70
= Body :Glass reinforced polyester (GRP) body 20233 KK-RB258D/YK 260 x 1575 x 72
and cover
» Reflector ~ :RAL9003 pre-painted pre-galvanized
sheet steel

a Lamp holder: P65

n Lamp Type T8 T—T—T

» Ballast :EEI=A2 electronic ballast
n Installation :Surface mounted

Optional Features

» EEI=B2 magnetic ballast

s Dimmable electronic ballast

= Emergency conversion kit (ECK) (excluding 18W models)
= Master-Slave wiring

= PC tubes for lamp protection

= Bright or matte aluminum reflector =
KK DAYTO NA@?&
KK Daytona Luminaires
Order Code Product Name Dimensions (mm) axbxh
23848 KK 1*TLD 36U-EI/00 66 x 1278 x 122
23849 KK 2*TLD 36U-EI/00 122 x 1278 x 122
23850 KK 1*TLD 58U-EI/00 66 x 1578 x 122
23851 KK 2*TLD 58U-EI/00 122 x 1578 x 122
COMPARISON BETWEEN INDUSTRIAL ELECTRONIC
General Features BALLAST AND STANDART ELECTRONIC BALLAST
= Body : Glass reinforced polyester (GRP) body and cover
» Reflector ~ :RAL9003 pre-painted pre-galvanized LIFE -
e Temperature Industrial Elect. Ballast ~ Standard Elect. Ballast|
X 50°C ~200000 hour 50000 hour
- iamp ?O/derleF;SS 60°C 100000 hour 25000 hour
e ——— 70°C 50000 hour 12500 hour

» Ballast :EEI=A2 electronic ballast
= Installation :Surface mounted

Optional Features
STANDART ELECTRONIC BALLAST ENDURANCE TO VOLTAGE PEAKS 2kV
= EEI=B2 magnetic ballast INDUSTRIAL ELECTRONIC BALLAST ENDURANCE TO VOLTAGE PEAKS 4kV
= Dimmable electronic ballast
= Emergency conversion kit (ECK)
= Master-Slave wiring
= PC tubes for lamp protection
= Bright or matt aluminum reflector

Operating Temperature
Industrial Electronic Ballast Standard Electronic Ballast
-30°C.....+70°C -25°C.....+50°C




LUMVINAIRES




BAT TEN LUMINAIRES

SLS

MODELS
WITH

LAIVIP

General Features

= Body :RAL 9003 powder coated DKP sheet steel
n Lamp Type TS5 T——C—1
n Ballast :EEI=A2 electronic ballast

= Installation :Surface mounted, cove lighting

[KECH] Kes

Optional Features R

= IP5X body (dust poof body)

= Dimmable electronic ballast

= Wiring with Push-Button Switch

» Wiring with Pull Trigger Switch

= PC tubes for lamp protection

Master-Slave wiring

RAL9003 pre-painted pre-galvanized reflector
I = Bright aluminium reflector

With standard lamp holders

Order Code Product Name
23125 SL5 1*TL5 14U-SP/00
22760 SL5 2*TL5 14U-SP/00
23128 SL5 1*TL5 28U-SP/00
23640 SL5 2*TL5 28U-SP/00
22813 SL5 1*TL5 49U-SP/00
23052 SL5 2*TL5 49U-SP/00

With IP65 lamp holders

Order Code Product Name
23822 SL5 1*TL5 14U-EP/00
23823 SL5 2*TL5 14U-EP/00
23824 SL5 1*TL5 28U-EP/00
23825 SL5 2*TL5 28U-EP/00
23826 SL5 1*TL5 49U-EP/00
23827 SL5 2*TL5 49U-EP/00

EAE

AYDINLATMA

Dimensions (mm) axbxh
40 x 580 x 63
67 x 630 x 58
40 x 1180 x 63
67 x 1240 x 58
40 x 1542 x 63
67 x 1542 x 67

Dimensions (mm) axbxh
47 x 591 x 91
122 x 591 x 91
47 x 1191 x 91
122 x 1191 x 91
47 x 1491 x 91
122 x 1491 x 91




BAT TEN LUMINAIRES

SLS

MODELS
WITH
T8
LAIVIP

General Features -

= Body :RAL 9003 powder coated DKP sheet steel
u Reflector :RAL 9003 powder coated DKP sheet steel
u Lamp Type T8 T——
n Ballast :EEI=A2 electronic ballast

I = Installation :Surface mounted

[KECH] Kes

Optional Features R

= IP5X body (dust poof body)
= Dimmable electronic ballast
= Wiring with Push-Button Switch
= Wiring with Pull Trigger Switch
» PC tubes for lamp protection

I = Master-Slave wiring

With standard lamp holders

Order Code Product Name
23106 SL5 1*TLD 18U-SP/00
23107 SL5 2*TLD 18U-SP/00
24109 SL5 1*TLD 36U-SP/00
24110 SL5 2*TLD 36U-SP/00
24111 SL5 1*TLD 58U-SP/00
24112 SL5 2*TLD 58U-SP/00

With IP65 lamp holders

Order Code Product Name
23118 SL5 1*TLD 18U-EP/00
23119 SL5 2*TLD 18U-EP/00
24113 SL5 1*TLD 36U-EP/00
24114 SL5 2*TLD 36U-EP/00
23159 SL5 1*TLD 58U-EP/00
23124 SL5 2*TLD 58U-EP/00

Standart White Powder Reflectors

Order Code
23200
23201
23202
23203
23204
23205

Product Name
SL5-RB118D/YK
SL5-RB218D/YK
SL5-RB136D/YK
SL5-RB236D/YK
SL5-RB158D/YK
SL5-RB258D/YK

Bright Aluminium Reflectors

Order Code
20986
20983

Product Name

SL5/KL5 RP158D/YK
SL5/KL5 RP258D/YK

EAE

AYDINLATMA

Dimensions (mm) axbxh
40 x630x 75
101 x 630 x 72
40 x 1240x75
101 x 1240 x 72
40 x 1542 x 75
101 x 1542 x 72

Dimensions (mm) axbxh
47 x 630 x 91
122 x 630 x 91
47 x 1240 x 91
122 x 1240 x 91
47 x 1542 x 91
122 x 1542 x 91

Dimensions (mm) axbxh
145 x 630 x 70
242 x630x72
145 x 1240 x 70
242 x 1240 x 72
145 x 1542 x 70
242 x 1542 x72

Dimensions (mm) axbxh
284 x 1542 x 163
330x 1542 x 131




BAT TEN LUMINAIRES

KLS

General Features -

= Body :RAL 9003 powder coated DKP sheet steel
u Reflector :RAL 9003 powder coated DKP sheet steel
u Lamp Type T8 T——
n Ballast :EEI=B2 magnetic ballast

I = Installation :Surface mounted

[KECH] Kes

Optional Features R

Models with T5 lamp

IP5X body (dust poof body)

PFC Capacitor

Electronic ballast

Dimmable electronic ballast
Emergency conversion kit (ECK)
Wiring with Push-Button Switch
Wiring with Pull Trigger Switch
PC tubes for lamp protection
Master-Slave wiring

With standard lamp holders

Order Code Product Name
31650 KL5 1*TLD 18U-SV/00
31665 KL5 2*TLD 18U-SV/00
31655 KL5 1*TLD 36U-SV/00
31670 KL5 2*TLD 36U-SV/00
31660 KL5 1*TLD 58U-SV/00
31675 KL5 2*TLD 58U-SV/00

With IP65 lamp holders

Order Code Product Name
31595 KL5 1*TLD 18U-EV/00
31625 KL5 2*TLD 18U-EV/00
31600 KL5 1*TLD 36U-EV/00
31630 KL5 2*TLD 36U-EV/00
31615 KL5 1*TLD 58U-EV/00
31640 KL5 2*TLD 58U-EV/00

Standart White Powder Reflectors

Order Code
23200
23201
23202
23203
23204
23205

Product Name
SL5-RB118D/YK
SL5-RB218D/YK
SL5-RB136D/YK
SL5-RB236D/YK
SL5-RB158D/YK
SL5-RB258D/YK

Bright Aluminium Reflectors

Order Code
20986
20983

Product Name

SL5/KL5 RP158D/YK
SL5/KL5 RP258D/YK

EAE

AYDINLATMA

Dimensions (mm) axbxh
48 x 630 x 82
101 x 630 x 79
48 x 1240 x 82
101 x 1240 x 79
48 x 1542 x 82
101 x 1542 x 79

Dimensions (mm) axbxh
48 x 630 x 98
122 x 630 x 98
48 x 1240 x 98
122 x 1240 x 98
48 x 1542 x 98
122 x 1542 x 98

Dimensions (mm) axbxh
145x630x 70
242 x630x72
145 x 1240 x 70
242 x 1240 x 72
145 x 1542 x 70
242 x 1542 x72

Dimensions (mm) axbxh
284 x 1542 x 163
330x 1542 x 131




BAT TEN LUMINAIRES

EAE

AYDINLATMA

KLS DAY TONA

KL5 Daytona Luminaires

Order Code Product Name Dimensions (mm) axbxh
23200 KL5 1*TLD 36U-EI/00 48 x 1240 x 98
23201 KL5 2*TLD 36U-EI/00 122 x 1240 x 98
23202 KL5 1*TLD 58U-EI/00 48 x 1542 x 98
23203 KL5 2*TLD 58U-EI/00 122 x 1542 x 98

General Features

= Body :RAL 9003 powder coated DKP sheet steel ]
n Lamp Type T8IT—C—1
u Ballast :Industrial electronic ballast

= Lamp holder :1P65
= Installation  :Surface mounted

[KECH]ZKes

Optional Features ]

= IP5X body (dust poof body)

EM self test emergency conversion kit (ECK)
PC tubes for lamp protection

RAL9003 pre-painted pre-galvanized reflector
Bright aluminium reflector

COMPARISON BETWEEN INDUSTRIAL ELECTRONIC
BALLAST AND STANDART ELECTRONIC BALLAST

LIFE

Temperature Industrial Elect. Ballast  Standard Elect. Ballast]
50°C ~200000 hour 50000 hour
60°C 100000 hour 25000 hour
70°C 50000 hour 12500 hour

Operating Temperature
Industrial Electronic Ballast Standard Electronic Ballast
-30°C.....+70°C -25°C.....+50°C

STANDART ELECTRONIC BALLAST ENDURANCE TO VOLTAGE PEAKS 2kV
INDUSTRIAL ELECTRONIC BALLAST ENDURANCE TO VOLTAGE PEAKS 4kV

4 TIMES LONGER LIFE AT 50°C




BAT TEN LUMINAIRES

E-STA

MODELS
WITH

LAINVIP

= Body :RAL9016 powder finished aluminium profile
= Reflector :RAL 9003 powder coated DKP sheet steel
u Llamp Type T5T——m

» Ballast :EEI=A2 electronic ballast

= Lamp holder :1P65

n Installation  :Surface mounted

[KECH] Kes
V@lece@

Optional Features e

= Dimmable electronic ballast

= Emergency conversion kit (ECK)
= Wiring with Push-Button Switch
= Wiring with Pull Trigger Switch

= PC tubes for lamp protection

= Master-Slave wiring

= Bright aluminium reflector

General Features

MODELS
WITH

LAIVIP

General Features

= Body :RAL9016 powder finished aluminium profile
» Reflector : RAL 9003 powder coated DKP sheet steel

n Llamp Type T8IT——C—T

u Ballast :EEI=A2 electronic ballast

» Lamp holder :1P65

= Installation  :Surface mounted

[KECH] e
V@olkde

Optional Features ]

= EEI=B2 magnetic ballast

= Dimmable electronic ballast

= Emergency conversion kit (ECK)
= Wiring with Push-Button Switch
» Wiring with Pull Trigger Switch
PC tubes for lamp protection
Master-Slave wiring

Bright aluminium reflector

Models With T5 Lamp

Order Code Product Name
23828 ESTA 1*TL5 14U-EP/00
23829 ESTA 2*TL5 14U-EP/00
23830 ESTA 1*TL5 28U-EP/00
23831 ESTA 2*TL5 28U-EP/00
23832 ESTA 1*TL5 49U-EP/00
23833 ESTA 2*TL5 49U-EP/00

Reflectors

Order Code Product Name
21231 ESTA-RB114D/YK
21210 ESTA-RB214D/YK
20398 ESTA-RB128D/YK
20389 ESTA-RB228D/YK
20214 ESTA-RB149D/YK
20388 ESTA-RB249D/YK

E-STA Reflector

20306
22127
22671
22125
20247
22081

EAE

AYDINLATMA

Dimensions (mm) axbxh

57 x 635 x 101
122 x 635 x 101
122 x635x 101

122 x 1240 x 101
57 x 1545 x 101
122 x 1545 x 101

Dimensions (mm) axbxh

145 x 635 x 70
242 x 635 x 72
145 x 1243 x 70
242 x 1243 x72
145 x 1548 x 70
242 x 1548 x 72

Models With T8 Lamp
Order Code

Product Name
ESTA 1*TLD 18U-EP/00
ESTA 2*TLD 18U-EP/00
ESTA 1*TLD 36U-EP/00
ESTA 2*TLD 36U-EP/00
ESTA 1*TLD 58U-EP/00
ESTA 2*TLD 58U-EP/00

Dimensions (mm) axbxh

57 x 635 x 101
122 x635x 101
122 x635x 101

122 x 1240 x 101
57 x 1545 x 101
122 x 1545 x 101




BAT TEN LUMINAIRES

EAE

AYDINLATMA

E-STA DAY TONLA s

E-STA Daytona Luminaires

Order Code Product Name Dimensions (mm) axbxh
23787 ESTA 1*TLD 36U-EI/00 57 x 1240 x 101
23788 ESTA 2*TLD 36U-EI/00 122 x 1240 x 101
23789 ESTA 1*TLD 58U-E|/00 57 x 1545 x 101
23790 ESTA 2*TLD 58U-EI/00 122 x 1545 x 101

= Body :RAL9016 powder finished aluminium profile
= Reflector ~ :RAL 9003 powder coated DKP sheet steel
n Lamp Type T8IT—C—m

» Ballast :Industrial electronic ballast

= Lamp holder :1P65 ‘
= Installation  :Surface mounted {

@5 T .

Optional Features R

EEI=B2 magnetic ballast
Dimmable electronic ballast
Emergency conversion kit (ECK)
Wiring with Push-Button Switch
Wiring with Pull Trigger Switch
PC tubes for lamp protection
Master-Slave wiring

Bright aluminium reflector

General Features

COMPARISON BETWEEN INDUSTRIAL ELECTRONIC
BALLAST AND STANDART ELECTRONIC BALLAST

LIFE

Temperature Industrial Elect. Ballast  Standard Elect. Ballast]
50°C ~200000 hour 50000 hour
60°C 100000 hour 25000 hour
70°C 50000 hour 12500 hour

Operating Temperature
Industrial Electronic Ballast Standard Electronic Ballast
-30°C.....+70°C -25°C.....+50°C

STANDART ELECTRONIC BALLAST ENDURANCE TO VOLTAGE PEAKS 2kV
INDUSTRIAL ELECTRONIC BALLAST ENDURANCE TO VOLTAGE PEAKS 4kV

4 TIMES LONGER LIFE AT 50°C
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SBT

Batten Luminaires Standart Range

Order Code Product Name Dimensions (mm) axbxh
24010 SBT 1*TLD 18U-SP/00 57 x 620 x 82
24011 SBT 2*TLD 18U-SP/00 57 x 620 x 79
24106 SBT 1*TLD 36U-SP/00 57 x 1230 x 82
24104 SBT 2*TLD 36U-SP/00 57 x 1230 x 79
24107 SBT 1*TLD 58U-SP/00 57 x 1530 x 82
24108 SBT 2*TLD 58U-SP/00 57 x 1530 x 79
SBT Reflectors
General Features - Order Code Product Name Dimensions (mm) axbxh
20302 SBT-RB18D/CK 185 x 620 x 100
= Body :RAL 9003 powder coated DKP sheet steel 20300 SBT-RB36D/CK 1851230 x100
20301 SBT-RB58D/CK 185 x 1530 x 100

= Reflector ~ :RAL 9003 powder coated DKP sheet steel
n Lamp Type T8IT—C—T

» Ballast :EEI=A2 electronic ballast

= Lamp holder :Standard

u Installation :Surface mounted

[KECH] Kes

Optional Features e i

= EEI=B2 magnetic ballast T
= Emergency conversion kit (ECK) (excluding 18W models) I U

 — g —>

= Wiring with Push-Button Switch
» Wiring with Pull Trigger Switch
I = Bright aluminium reflector
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ENVIERGENCY EXIT SIGN LUMINAIRES

&1

General Features

EDT

= White powder finished sheet steel body (RAL9016)

= Special injection pressed PMMA diffuser on sheet
steel construction

= Complete with emergency conversion kits and 1h. or 3. battery

= Wall mounted - (single sided)

= Non-maintained or maintained

n 1*8WT5 lamp =

Vz|okde

EDTIPBS

General Features

= Special injection pressed PMMA diffuser on
ABS construction
= Complete with emergency conversion kits and 1h. or 3. battery
= Wall mounted - (single sided)
= Non-maintained or maintained
n 1*8WT5 lamp ¢

V@okda

EGC

General Features

= White powder finished sheet steel body (RAL9016)
= Special injection pressed PMMA diffuser on
sheet steel construction
» Complete with emergency conversion kits and 1h. or 3. battery
= Ceiling recessed - (double sided)
= Non-maintained or maintained
s 1*8WT5 lamp ¢

Vz|okde

EAE

AYDINLATMA

EDT Luminaires

Order Code Product Name Dimensions (mm) axbxh
27600 EDT-K118 EXIT non-maintained 1 hr. 320x 60 x 168
27601 EDT-K318 EXIT non-maintained 3 hr. 320 x 60 x 168
27602 EDT-S118 EXIT maintained 1 hr. 320x 60 x 168
27603 EDT-S318 EXIT maintained 3 hr. 320 x 60 x 168

EDT-IP65 Luminaires

Order Code Product Name Dimensions (mm) axbxh

27624 EDT-K118/IP65 EXIT non-maintained 1 hr. 346 x73 x 134
27625 EDT-K318/IP65 EXIT non-maintained 3 hr. 346 x73 x 134

27626 EDT-S118/IP65 EXIT maintained 1 hr. 346 x73x 134
27627 EDT-S318/IP65 EXIT maintained 3 hr. 346 x 73 x 134

EGC Luminaires

Order Code Product Name Dimensions (mm) axbxh
27609 EGC-K118 EXIT non-maintained 1 hr. 300 x 132 x 160
27610 EGC-K318 EXIT non-maintained 3 hr. 300 x 132 x 160
27611 EGC-S118 EXIT maintained 1 hr. 300 x 132 x 160
27612 EGC-S318 EXIT maintained 3 hr. 300 x 132 x 160

EGC-IP65 Luminaires

Order Code Product Name Dimensions (mm) axbxh

27632 EGC-K118/IP65 EXIT non-maintained 1 hr. 300 x 132 x 160
27633 EGC-K318/IP65 EXIT non-maintained 3 hr. 300 x 132 x 160
27634 EGC-S118/IP65 EXIT maintained 1 hr. 300 x 132 x 160
27635 EGC-S318/IP65 EXIT maintained 3 hr. 300 x 132 x 160

EGC-IPB5S

General Features

= White powder finished sheet steel body (RAL9016)
» Special injection pressed PMMA diffuser on
ABS construction
= Complete with emergency conversion kits and 1h. or 3. battery
= Ceiling recessed - (double sided)
= Non-maintained or maintained
n 1*8W T5 lamp ——2¢ 1

V@ okde
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ESC Luminaires
Order Code Product Name Dimensions (mm) axbxh
22114 ESC-K118 non-maintained 1 hr. 400 x 61,5 x 345
22406 ESC-K318 non-maintained 3 hr. 400 x 61,5 x 345
22407 ESC-S118 maintained 1 hr. 400 x 61,5 x 345
22408 ESC-S318 maintained 3 hr. 400 x 61,5 x 345
ESC ETC Luminaires
Order Code Product Name Dimensions (mm) axbxh
General Features 27604 ETC-K118 non-maintained 1 hr. 330x80 x 175
27605 ETC-K318 non-maintained 3 hr. 330x80x 175
= Powder finished DKP sheet steel body 27606 ETC-S118 maintained 1 hr. 330x80x 175
= Engraved PMMA, with clear legend over green base 27607 ETC-S318 maintained 3 hr. 330x80x175
= Complete with emergency conversion kits and 1h. or 3. battery
= Ceiling mounted - pendant (double sided)
= Non-maintained or maintained
s 1*8WT5 lamp T——C—T ETC-IP65 Luminaires
Order Code Product Name Dimensions (mm) axbxh
27628 ETC-K118/IP65 non-maintained 1 hr. 355 x 105 x 190
27629 ETC-K318/IP65 non-maintained 3 hr. 355x 105 x 190
27630 ETC-S118/IP65 maintained 1 hr. 355 x 105 x 190
27631 ETC-S318/IP65 maintained 3 hr. 355 x 105 x 190

ETC LED-EGC LED -EDC LED Luminaires

Order Code Product Name Dimensions (mm) axbxh
27613 ETC-S8L5 EXIT 300 x 50 x 190
ETC 27614 EGC-S8L5 EXIT 300 x 50 x 190
27615 EDC-S8L5 EXIT 300 x 50 x 190

General Features

= White powder finished sheet steel body (RAL9016)
= Special injection pressed PMMA diffuser on
sheet steel construction
= Complete with emergency conversion kits and 1h. or 3. battery
= Ceiling recessed - pendant (double sided)
= Non-maintained or maintained
n 1*8WT5 lamp ¢ 1=

ETCLED
EGC LED
EDCLED

ETC-IPB5

General Features

= Special injection pressed PMMA diffuser on
ABS construction
= Complete with emergency conversion kits and 1h. or 3. battery
= Ceiling recessed - pendant (double sided)
= Non-maintained or maintained
s 1*8WT5 lamp T«
= IP65 protection class

General Features

= Special injection pressed PMMA diffuser on aluminum
profile body

= Pantograph engraved figures on PMMA diffuser

= 8h. of illumination during electrical interruption

= Ceiling mounted (double sided) — ETC LED

n Ceiling recessed (double sided) — EGC LED

= Wall mounted (double sided) — EDC LED

= Continual lighting mode

= Ultra bright green or white LED




ENVIERGENCY LIGHTING LUMINAIRES

EAE

AYDINLATMA

EDT-DV Luminaires
Order Code Product Name Dimensions (mm) axbxh
27616 EDT-K118/DV non-maintained 1 hr. 350 x45 x 135
27617 EDT-K318/DV non-maintained 3 hr. 350 x 45 x 135
27618 EDT-S118/DV maintained 1 hr. 350 x 45 x 135
27619 EDT-S318/DV maintained 3 hr. 350x45x 135
EDTDV EDT-BK Luminaires
Order Code Product Name Dimensions (mm) axbxh
General Features 27620  EDT-K118/BK IP65 non-maintained 1 hr. 350 x 80 x 108
27621 EDT-K318/BK IP65 non-maintained 1 hr. 350 x80x 108
u Spedial injection pressed PMMA diffuser on ABS construction 27622  EDT-S118/BK IP65 maintained 1 hr. 350 x 80 x 108
= Complete with emergency conversion kits and 1h. or 3. battery 27623  EDT-S318/BK IP65 maintained 1 hr. 350 x 80 x 108

= Surface mounted
= Non-maintained or maintained
n 1*8WT5 lamp T

EDT-TR Luminaires

Order Code Product Name Dimensions (mm) axbxh
27636 EDT 2*HAL50-SG/1-12 1 hr. 300 x 90 x 235
27637 EDT 2*HAL50-SG/3-12 1 hr. 300 x 90 x 235
27638 EDT 2*HAL20-SG/1-12 1 hr. 300 x 90 x 235
27639 EDT 2*HAL20-SG/3-12 1 hr. 300x90x 235

QPACK Merdiven ve Hol Aydnlatma Armatiri
Order Code Product Name Dimensions (mm) axbxh

21607 GLX 1*TL5-C 22U-SP/PC SLA 271 x297 x 97
EDT-BK

General Features

= PMMA opal cover over PC body

= Complete with emergency conversion kits and 1h. or 3. battery
= Surface mounted

= Non-maintained or maintained

n 1*8WT5 lamp ¢

= [P65 protection class

= Over-charge and discharge protection

= Charge indicator with red LED

Vialokea

=3 ™)

EDT-TR APACK
General Features General Features
= 2*50W halogen spot = Body : ABS
= Test button, charge and network indicator LED w Diffuser : Clear PC
= Protection againstreverse connection of battery poles u Ballast : EEI=A2 electronic ballast
= High temperature NiCd battery u Installation : Surface mounted
» Long life, maintenance free dry type battery = Options  : Red and orange body colour

V@|okda @lce
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PROJECTORS

Models With Symmetric Reflector and Metal Halide Lamp

Order Code Product Name Dimensions (mm) axh
31160 PR 1*HID 70U-SV/SM 320 x 373
31130 PR 1*HID 150U-SV/SM 320 x 373
MODELS WITH 31140 PR 1*HID 250U-5V/SM 453525
SYMMETHIC 31150 PR 1*HID 400U-SV/SM 453 x 525
REFLECTOR
23313 PR 1*HID 1000U-SG/SM 560 x 552

and
NMETAL HALIDE-

SODIUM LANVIP
Models With Symmetric Reflector and Sodium Lamp
Order Code Product Name Dimensions (mm) axh
General Features - 31170 PR 1*SON 250U-SV/SM 453 x 525
= Glass reinforced polyester body, Sills0 PR 1*SON 400U-SV/SM 453 x 525
PR 1*SON 1000U-SV/SM 560 x 552

= Heat resistant tempered glass,

= Bright aluminium reflector,

n Silicon gasket,

= Galvanized steel supporting part,
n IP65

Optional Features ] "L |

= Aluminium injection body

Models With Asymmeiric Reflector and Metal Halide Lamp

Order Code Product Name Dimensions (mm) axh
31155 PR 1*HID 70U-SV/AS 320 x 373
31125 PR 1*HID 150U-SV/AS 320x373
NMODELS WITH 31135 PR 1*HID 250U-SV/AS 453 x 525
ASYNMMETRIC 31145 PR 1*HID 400U-SV/AS 453 x 525
REFLECTOR 23313 PR 1*HID 1000U-SG/AS 560 x 552

and
METAL HALIDE-
SODIUM LANIP

Models With Asymmetric Reflector and Sodium Lamp

General Features - Order Code Product Name Dimensions (mm) axh
31165 PR 1*SON 250U-SV/AS 453 x 525

= Glass reinforced polyester bodly, 31175 PR 1*SON 400U-SV/AS 453 x 525

= Heat resistant tempered glass, 31181 PR 1*SON 1000U-SV/AS 560 x 552

= Bright aluminium reflector,
= Silicon gasket,
= Galvanized steel supporting part,

| = P65

Optional Features I h

= Aluminium injection body
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PROJECTORS

Models With Halogen Lamp Asymmetric Reflector

Order Code Product Name Dimensions (mm) axh
23884 PR 1*HAL 150U-SG/KL 220 x 340
NMODEL S \WITH 23658 PR 1*HAL 300U-SG/AS 220 x 340
HALOGEN 23885 PR 1*HID 500U-SG/KL 220 x 340
LAINIP
ASYMNVIETRIC-
EEM_II\E/‘C‘I,E:FFDR E Models With Halogen Lamp Symmetric Reflector
Order Code Product Name Dimensions (mm) axh
PR 1*HAL 150U-SG/SM 187 x 244
General Features - PR 1*HAL 300U-SG/SM 187 x 244
PR 1*HAL 500U-SG/SM 187 x 244

» Glass reinforced polyester body,
= Heat resistant tempered glass

= Bright aluminium reflector,

= Silicon gasket

= Galvanized steel supporting part, o o
I n P65

Optional Features ]

a Aluminium injection body

a
Models With Sodium Lamps
Order Code Product Name Dimensions (mm) axh
24916 EGS 1*SON70-CD 380 x622 x211
24917 EGS 1*SON100-CD 380 x622 x 211
24897 EGS 1*SON150-CD 380 x622 x 211
24898 EGS 1*SON250-CD 410 x 688 x 228
24899 EGS 1*SON400-CD 410 x 688 x 228
Models With Metal Halide Lamps
Order Code Product Name Dimensions (mm) axh
24918 EGS 1*HID70-CD 380 x622 x 211
General Features - 22618 EGS 1*HID150-CD 380 x 622 x 211
. . 24919 EGS 1*HID250-CD 410 x 688 x 228
= Lower Frame  :Pressure die-cast aluminum (RAL7021) 24920 EGS 1%HID400-CD 210 x 638 x 228
= Upper Frame  :Pressure die-cast aluminum (RAL 7035)
= Pole Connection :Suitable for: Installation post-top .
| Models With Mercury Lamps
pole @ 60mm - -
Screws Stainless steel AS| 316 Order Code Product Name Dimensions (mm) axh
" Ledkin :Stainless steel AISI 316 24921 EGS 1*HME125-CD 380 x622 x 211
. Reﬂect%r :99 85% anodized aluminium 24922 EGS 1"HME250-CD 410x 688 x 228
| | . (o)
! 24985 EGS 1*HME400-CD 410 x 688 x 228
= Gaskets :Made of EPDM u 2
» Diffuser :Flat tempered glass 4mm
= Cable Tray :Techno polymer ical drawing
n Lamp type :SON-T
= Anti-opening safety lock
I = Adjustible 4 different light distribution b
U
BT T
h k .
I Pyl
Optional Features -

I = Techno polymer plastic body

72
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LPX

ENVIRONKNENTAL LIGHTING LUVIINAIRES

Models With PLL Lamp
Order Code Product Name Dimensions (mm) axbxh
23167 LPX 1*PLL 36U-SP/PC 181 x 660 x 204
23168 LPX 2*PLL 36U-SP/PC 181 x 660 x 204
23169 LPX 1*PLL 55U-SP/PC 181 x 660 x 204
23181 LPX 2*PLL 55U-SP/PC 181 x 660 x 204
Models With SOX Lamp
General Features - Order Code Product Name Dimensions (mm) axbxh
24782 LPX 1*SOX-E 26U-SP/PC 181 x 660 x 204
= Body : Glass reinforced polyester, compression 24783 AP SO0 B UHIRE 181660 x 204
ineuldiad 24784 LPX 1*SOX-E 66U-SP/PC 181 x 660 x 204
» Reflector : RAL9003 pre-painted, pre-galvanized 24785 Ll e G 181x660x204
Diffuser sheet steel
. : Injected prismatic PC
= Lamp Type : PLL, SOX
u Ballast : Electronic ballast

Accessories

I n Installation : Pole top, wall-corner mounted

Order Code Product Name T. Uzunluk L (mm) i¢ Capi @ (mm)
23173  LPXComer Wall Suspension Set 765
23174 LPXWall Suspension Set 670
25021  LPX@40 Horizontal Pipe Suspension Set 775 40
- 23175  LPX@60 Horizontal Pipe Suspension Set 775 60
@) ptiona | Features - 23176  LPX Vertical Pipe Suspension Set 760 78

= PMMA diffuser
= Photocell circuitry
= Bright aluminium reflector

SOX : Low pressure sodium lamp
PLL : Compact fluorescent lamp

Wall suspension set  Vertical pipe
Corner wall suspension suspension set

set @60 Horizontal pipe

suspension set

@40 Horizontal pipe
suspension set *
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INDOOR LED LIGHTING LUVIINAIRES

Indoor Led Lighting Luminaires

Order Code Product Name Dimensions (mm) axbxh
47300 EBA 16*PE18A 090-PW / CD 241 x 241 x 68
47302 EBA 4*PE18A 090-PW / CD 100 x 100 x 68

General Features

= Body : PC main frame, ABS outframe
» Reflector : Metallised PC
= Diffuser : Sanded glass, square sanded glass £ ‘ 176 mm ‘
» Watt 1 22W - 32W 3
= Led quantity : 16 - 4
n Led type : Power Led
= Input Voltage: 230V -
= Light Colours: (PW) Pure White (5700-6500K)
n Installation : Plaster, Clip-in 241inm
V@ @|ce@|¥]
Led Office Lighting Luminaires
Order Code Product Name Dimensions (mm) axbxh
41270 JR 6*C55A-X5WL/ DF 594 x 594 x 22
General Features
= Body : Coated DKP sheet _
n Diffuser : PMMA opal type acrylic
n Watt 40W

= Led angles : 120

= Led type : SMD 20mA

= Input Voltage : 230V

» Light Colours: (PW) Pure White (5700-6500K)

» Installation Pendant, Surface Mounted, Rockwool

V@/olkda|y
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LED STREET LIGHTING LUMINAIRES

Led Street Lighting Luminaires
Order Code Product Name Dimensions (mm) axbxh

41275 EGS 30*PE11D - 090 / PW 200 x373 x 54

General Features

= Body : Aluminium molded body, cover and
frame

= Reflector : Parabolic PC

= Diffuser : Transparent glass

= Watt D 41W - 87W

» Led quantity : 30

= Led type : Power Led

» Input Voltage: 220V

= Light Colours: (PW) Pure White

n Installation : Pole top, Wall, Ground

Order Code:41281 Order Code:41282

Vertical Single Installation Vertical Double Installation

Order Code:41279 Order Code:41278
Led Facade Luminaires
Order Code Product Name Dimensions (mm) axb
50124 LB24 18*P1/PW 30° 650 x 60
50044 LB24 30*P1/PW 30° 1050 x 60
50003 LB24 36*P1/PW 30° 1250 x 60
General Features
= Body : Anodized aluminium =
n Diffuser : Transparent PC ) ) sl gl
Directional Fixed e} L] . *
m Lens ang/es 0 10° - 15°-25°-30° - 45° Suspension Set Suspension Set EE e —— ) <6‘{
u Led type : Power Led P i rm; &
= Input Voltage: 220V 5 1050 men
= Light Colours: (R)Red, (G)Green, (B)Blue, (A)Amber 2 o
1250 mm
g :

75
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GARLED

INDOOR LED LIGHTING LUMVIINAIRES

Indoor Led Lighting Luminaires
Order Code Product Name Dimensions (mm) axbxh

42000 HP2 4*C55U-X5WU/DF 110x1000x45

General Features

= Body . Aluminium profile body
= Reflector : PC Reflector

» Diffuser : Clear Opal Acrylic

n Watt : 30W

= Led quantity : 300

n Led type : SMD

= Input Voltage: 220V

n Light Colours: (PW) Pure White
= Installation : Surface mounted

V@

RAYLED

LED OBJECT LIGHTING LUMVINAIRES

Led Object Lighting Luminaires
Order Code Product Name Dimensions (mm) axbxh
G0003 RYL 7*PE240-90/PW 110x130

General Features

= Body : Aluminium profile body
n Reflector : PC reflector

» Reflector Angle : 15°-30°

u Diffuser : Transparent glass

n Watt 1 20W

n Led quantity 17

= Led type : PowerLED

» Input Voltage :220V
a Light Colours : (PW) Pure White
= Installation : Rail

V@/olkea|y]
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Aklmz yukanda kalmasin.

EAE

AYDINLATMA

+ 45m yukseklige kadar efektif

aydinlatma

- Metal halide sistemlere gore
%40 lara varan enerji tasarrufu

« Aydinlatma otomasyonu ile
uyumlu calisma ve bu sayede
%80 lere varan enerji tasarrufu

+ 50.000 saate kadar bakim
gerektirmeyen yuiksek tavan
armaturu

REVO

YUKSEK TAVAN ARMATURLERI

agustos

www.eaeaydinlatma.com
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